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LABORATORY AMBIENT: Temperature: (25-35)°C Relative Humidity (45-75)%
2.0 TEST RESULTS
SR. TEST TEST CONDITION TEST OBSERVATION REMARK
NO. PARAMETER REQUIREMENT
2: IP 4X Test
2.1.1 | Initial visual — There shall be no No visual damage Complied
check visual damage inside observed inside the
the UUT. UUT.
2.1.2 | IP4X Test IS: 13947 (Part-1):1993 The test wire of 1mm The test wire of Complied
The test wire of 1mm @ shall ® shall not enter the 1mm @ did not enter
be pushed with a force 1N enclosure. the enclosure.
+10% against any openings of
the enclosure.
2.2 IP X2 (Water Test)
2.2.1 | Visual check ———— There shall be no No presence of Complied
presence of water water observed
inside the UUT Inside the UUT
2.2:2 1 |P-X2 As per IS: 13947(Part1):1993 | Shall be Conditioned. | Conditioned. -—
(Water Test) | Rate of water fall : 3-5 mm
per minute
Duration: 2.5 minute in each
of four fixed position of tilt
Degree of tilt: 15 ° from its
normal position
Total duration: 10 minutes
2.2.3 | Visual check R — If any water has Few droplets of Please
entered, water observed on see
it shall not the backside of the General
-be sufficient to door. Remark
interfere with 3.2
satisfactory operation
of equipment
-reach live parts or
windings not designed
to operate when wet;
-accumulate near the
conduct hole (cable
entry) or enter the
cable if any.

UUT: Unit Under Test.
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